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	DATE:
	

	NAME
	
	PHONE
	

	COMPANY
	
	FAX
	

	ADDRESS
	
	EMAIL
	

	
	
	
	


	
	SHELL SIDE
	TUBE SIDE

	Fluid Type    Ex. (Oil ISO VG-32)
	
	

	Flow Rates (GPM or lb/h)
	
	

	Inlet/Outlet Temps (ºF)
	                    /
	                   /

	Phase Change (if any)
	
	

	Max Allowed P (psi)
	
	

	Heat Rejection (Btu/h)
	
	

	Inlet Pressure of Fluids (psig)
	
	

	Materials of Construction
	
	

	            Tubes:
	
	

	            Shell:
	
	

	            Tubesheets:
	
	

	            Heads:
	
	

	            Connection Type:    Ex. (Flange, NPT, SAE, etc.)
	
	

	Fouling
	
	

	Maximum Overall Length =
	
	

	ASME Code                                                                   YES
	                                NO
	

	TEMA Class   Ex. (C, B or R)
	
	

	TEMA Type    Ex. (BEM, AEW or AES)
	
	

	Any Special Certifications    Ex. (PED, Chinese or SQL)
	
	

	Any Special Requirements
	
	


	COMMENTS:                                                                                                                                                                                        

	       

	


Please send to Russell A. Braden at:


Email:  � HYPERLINK "mailto:rbraden@tmec.com" ��rbraden@tmec.com�  or


Fax:     281-872-9400
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